
Overview  

The P4400 has been specially designed as a flexible and scalable 
server appliance, ideal for Telecom and Datacom applications 

where multiple expansion slots are required in a rack mountable 

enclosure. Westek builds to meet your specification and a wide 

range of supported configurations are available. 

The chassis has two high power front mounted 92mm fans to en-

sure long term reliability.  A lockable front door including easy clean 

dust filters protects power switches and reset controls from unau-

thorised access. 
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4U High Grade Server Chassis 

Server Board or Multi Slot Pas-
sive Backplane options 

Up to 4 Hot Swap Disk Drives 

Hot Swap AC or DC Power  

Wide Choice of Processors 

High Performance Cooling  

The P4400 is designed to support both server board or SBC / Pas-

sive backplane build options. A range of qualified Intel®  chipset 

server boards provide a wide choice of performance options. A 

range of Single Board Computers are also available with Intel Core 

2 Duo / Core 2 Quad or Dual Xeon processors, with optional dual 

10/100/1000 Ethernet. Passive backplanes are available with up to 
14 slots of either ISA, PCI (either 32 & 64-bit versions), PCI-

Express  and PICMG in various combinations.  A split backplane 

option is also available allowing dual systems to fit in one chassis. 

4U Enclosure  

Rugged 19” rack mount enclosure 
with lockable front door. 

High flow front access hot swap cool-
ing fans for reliable operation 

Up to 4 hot swap SATA or SAS disk 
drives with optional RAID 

Reliable single or dual hot swap 
power supply, AC or DC options 

Integrated easy cleanable air filter 

Options for front panel customisation 

Compact low depth design Ideal for 
600 or 800mm rack cabinets 

Processor/SBC Options  

Intel® Celeron 

Intel® Core 2 Duo / Core 2 Quad 

Intel® Dual Multi-Core Xeon  

High quality Single Board Computer 
or Server Board options 

Wide choice of processor speeds 
and performance 

Peripherals  

Optional RAID  0, 1, 3, 5 and 10 

RAID 1 hot swap SATA disk mirror 

Options for FDD + CD/DVD 

3 x 5.25” + 1 x FDD external bays 

Wide choice of expansion slots 

ISA and PCI 

 PCI –X 

 PCI-Express 



Server Mainboard Options  

Intel SKT 771 Dual Xeon server board with 
PCI-X, PCI and PCI-Express expansion slots  

Intel SKT775 server board with PCI, PCI-X  
and/or PCI-Express expansion slots. 

Wide range of processor speeds available 

Call Westek to discus your specification 

Passive Backplane Options  

Intel Core 2 Duo/Quad, or Dual Xeon SBC 

Wide choice of  8 and 14 slot backplanes 

PICMG 1.0 or PCIMG 1.3 backplanes 

ISA, PCI, PCI-X and / or PCI-Express 

Multi-system split backplane options 

Call Westek for other requirements 

 

LAN  

Single or Dual 10/100/1000 (expandable) 

10Gbit Ethernet options 

Compliant with IEEE 802.3x 

Copper or optical interface options 

Physical  

Dimensions: 430(W) x 178(H) x 485(D)mm 

Weight (Net): Approximately 23Kg 

Operating Temp: 0 to 40 degrees Centigrade 

Recommended 18 to 22 degrees Centigrade 

Relative Humidity: 10-90% non-condensing 

CE Compliance: EEC EMC & Safety 

Designed to meet UL and FCC requirements 

Military spec version available to special order 
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Power Supply Options  

Contact Westek to select the best power supply to suit your re-
quirements.  Options include AC and DC power supplies, including 

single 400W, 460W, 550W  and dual redundant hot swap 

400W+400W, 500W+500W and 600W+. 

14 Slot 64 Bit PCI-X + PICMG Backplane 


